Right-of-Way Line

SIGNALS SIGNS
1,2,5,6 3,4,7,8,10,12 9N 13,15 14q,14b,160,16,b
@ @ I Singer Road
@) (1) D 3-2
@ o 16" x Var.
" iz R 10"5
12" 12 2 30" x 36"
18,20 17,19
Note: r
] . LEFT TURN
Signalheads 1-5 and Signs YIELD
13,14 are existing. ONLY ON:REEN
Signal heads 6-9,11 and Signs R 3-3(R)
17-20 are proposed. 30" x 36 R 10-12
36" x 42¢
Signatheads 10,12 and signs 15, 16 are
existing and are to be relocated.
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CONSTRUCTION DETAILS
A, Use existing base mounted cabinet/controller and alt attached equipment
B. Use existing steelstrain pole.
C. InstallTin. liquid tight flexible conduit for loop detector lead-in.
D. Use existing handhole. Splice new loop detector to existing 2-conductor aluminum shielded cable,
E. Use existing conduit,
F. Install& ft. x & f{. vehicle loop detector (4 turns).
G. Install& ft. x 30 ft. gquadrupole type vehicle loop detector (3-8-3 turnsl.
H. Abandon existing loop detectors.
J. Use existing span wire, traffic signal heads, and signs.
K. Use existing span wire. Install/relocate traffic sighalheods, and signs as
shown, Use existing 5-conducteor and 7-conductor cables,
L. Installed as part of pavement marking pian.
GEOMETRIC LEGEND M. Install 3%in. span wire, vehicle signalheads, and sign as shown. Relocate existing sign. .
N. Remove existing span wire and all attached signal equipment,
EXISTING GEOMETRICS . . . L. L. . .
Q. Instgll12 in. x 30 ft. steelstrain pole with 15 ft. luminaire, and 250 wotl lumindire (Nots: one 3 in. PVCeoonduit bend).
PROPOSED GEOMETRICS .
P. Remove existing handhole.
UTILITY LEGEND Q. cap ond agbandon existing conduit.
R. Installhandhole
G G GAS MAIN
w w WATER MAIN S. install2 in. polyvinyl chloride [Schedule 803 electricai conduit - trenched.
s S SEWER MAIN T. Install 3 in. polyvnylchloride [Schedule 801 electrical conduit ~ trenched.
E E ELECTRIC CABLES U. Extend 2 in. Polyvinyl chioride [Schedule 801 electrical conduit - trenched to new hgndhole (during construction).
o b STORM DRAIN V. Use existing handhole.
* i AERIAL CABLES W. U isti teel strai le. Pullback existing 2 duct lumi hielded cabt d i di duit
. xisti ole. a X -conductor alum shielded cable and rerun on new span wire and in new conduit.
T : TELEPHONE CABLES se existing steelstrain pole. Pullback existing 2-conductor aluminum shiel o)
X, instdll 24 in. wide pavement marking - white for stop line.

J

| AR
/ ®-2 \‘!!!:g

b

NEMA PHASING
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PHASING NQTES:

OPERATION

1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY

6]

4. Revision 'B'is a revision to the traffic signalbuilt in

accordance with S.H.A. standards. All other pavement markings willbe installed as part of the

2. Loop detectors and conduits shallbe instolled prior to the installation of pavement markings.
3. Pavement markings detoiled are proposed and are to be instdlled by the Contractor in
Developer's Project.
i August 22, 1989.

. Allunderground and overhead utilities shown on these plans are schematic and are not
to be considered complete. The Contractor shallbe responsible for notifying all utility companies
prior to construction so that all utilities may be located in the field, If the Contractor perceives
that a conflict between the utilities and the traffic signal equipment will occur, the Contractor shall
notify the appropriate Project Engineer immediately.
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(B)Geometric Changes/  October 14, 1999
Phasing cl;;nges/New loop ‘detectors
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TRAFFIC ENGINEERING DESIGN DIVISION

(Traffic Signal Plan)

MD 24 at Singer Road
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